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K/R
ROCKER & ROTARY
SWITCHES ROCKER AND ROTARY SWITCHES

ROCKER SWITCHES

These rockers are designed to comply with standards established
for Appliance, Marine (ignition protection) and Off-Road Vehicles.
Mounting is simple and quick. The snap-in design supports a variety
of panel thicknesses. Existing applications are easily upgraded to sealed
functionality, IP68S. Choose LED, incandescent or neon illumination.
Legends can be printed onto a button or lens or laser etched and
backlit. Custom colors available.

Features:

• Sealed to IP68S

• Low level up to 20A

• Single and double pole circuits

• UL/CSA/CE recognized

• Mating connectors available on selected styles

ROTARY SWITCHES

Used in Heavy Equipment, Marine, Process Control and Instrumentation
markets, the R2 rotary switch is an excellent replacement for rocker
switches. They offer improved visual position indication, additional
lighting options and different styling opportunities on front panels.
R2 switches are sealed and lighted and snap into a 1.45 x 0.830” industry
standard rocker switch panel opening. The R5 series is a 1/2“ traditional
rotary switch available in commercial and military grade with four angles
of throw. The RM series is a multi deck switch with up to 12 decks and
6 poles per deck. The RK rotary key lock switch offers three angles of
throw and a variety of finish options.

Features:

• Single deck, multi deck, keylock and lighted versions

• Commercial and MIL-S-3786/20 military grade available

• 36º, 45º, 60º and 90º angles of throw

• Snap-in panel mounting available on some models

• Choice of termination styles
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SPECIALTY SWITCHES

Specialty switches provide you with a flexible, cost efficient solution for your application
needs. They are customized to your specifications or OTTO can develop a design to meet
your needs. Your new switch will complete a qualification test plan and acceptance test
procedure to ensure it meets all specifications.

The SL Slide switch is a reliable switch with a mechanical life of 100,000 cycles.
Offered in both single and double pole, double throw configurations and low
level ratings. Three-position center off with momentary or maintained switch
action is available in any combination.

Supplied in both commercial and military grades, dusttight to MIL-PRF 8805
Design 2. Button styles include raised or flush contours.

Features:

• Single and double pole, double throw switch configurations

• Low level up to 5A

• 100,000 cycle mechanical life

• Raised and flush button contours available

• FAA/PMA versions available

SL SLIDE SWITCHES

P8-7 with
Custom Button Pendant SwitchTrigger SwitchFNR Switch

SL



T/T
TOGGLE & TRIM
SWITCHES TOGGLE AND TRIM SWITCHES
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T3 Series miniature toggles are rugged, highly reliable switches with snap-action switch mechanism and
toggle actuator design for non-teasible contact transfer.

T7 Series is a high performance switch, entirely sealed to withstand direct water spray and submersion, even
during operation. Designed to meet submersion specification level IP68S.

T9 Toggle Switch is qualified to MIL-DTL-3950. Environmentally sealed, the T9 is particularly suitable for
applications in Off-Highway, Aviation, Commercial and Industrial Equipment.

TE Series is qualified to MIL-DTL-8834, snap-action, non-teasible, positive make and break, panel mount toggle
switch. All metal components are corrosion resistant and designed to exceed military requirements.

TG Series Toggle Guards fit standard size toggles, prohibiting actuation (On or Off) without first flipping up
the safety switch cover. They meet the requirements of MIL-DTL-7703, MS25224-1/-3 and MS27752-1.

Mini Trims (T1, T4, T4-T, T5, T8) are toggle switches available in 2 to 4-way, plus pushbutton and 8-way
versions. They are supplied in both Military and Commercial grades. Tactile feedback and a variety of button
styles are just a few of the many options available. Mini Trims are typically press fit into grips or panels and
are available with multiple sealing levels to fit all applications.

Large Trim Switches (T2, T4, T5) provide 2, 4 & 5-way momentary toggle action with operating positions
every 90 degrees, with a center pushbutton. Dusttight and moistureproof with fully watertight IP68S option.

K4 Switch is a snap-in toggle switch that is a rugged, high performance, totally sealed switch designed for
use under severe conditions. Ideal for Marine, Appliance, Heavy Equipment and Industrial Control applications.
The K4 switch can handle low level switching up to 16 amps. Mounting is simple, designed to fit industry
standard panel openings for a quick drop in replacement.
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TRANSDUCER SWITCHES

OTTO’s J2 transducers are strain gauge based, force transducer switches. They provide
analog output proportional to the force applied to the button. Normally mounted in a
grip and operated by a finger or thumb, common applications include flight control of
aircraft, operating ground vehicles, target acquisition and air traffic management.

Features:

• Enclosure dusttight to M8805 Design 2

• Null temp coefficient +/- 0.4% of full scale per degree C

• Hysteresis +/- 0.5% of full scale within one second after release

• Sensitivity temperature coefficient +/- 2% full scale per degree C

• Operating temperature range -55ºC to +85ºC

TRANSDUCER SWITCHES

J2-S2
Flat Button

J2-S3
Conical Hat

J2-S1 Pushbutton
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