
94 OTTO Full Line Catalog Specifications Subject To Change Without Notice

Rocker
S w i t c h e s

SWITCH SELECTION GUIDE

SERIES FEATURE MAX RATING SEAL RATING APPROVALS MOUNTING CIRCUITRY
(Resistive @ (Panel Opening)

120VAC, 28VDC)

K1 Sealed, 16A IP68S UL (E61705), CSA (LR43865), 1.115” x 0.515” SPST, SPDT
Illuminated DEMKO (97-01807), (UL1500), Ignition

Protected, RoHS & WEEE Compliant

K2 Sealed, 16A IP68S UL (E61705), CSA (LR43865), 1.115” x 0.900” SPST, SPDT
Illuminated DEMKO (97-01807), (UL1500), Ignition DPST, DPDT

Protected, RoHS & WEEE Compliant

K3 Sealed, 20A IP68S RoHS & WEEE Compliant 1.750” x 0.915” SPST, SPDT
Illuminated DPST, DPDT, SPTT

K4 Snap-In Toggle, 16A IP68S RoHS & WEEE Compliant 1.115” x 0.900” SPST, SPDT
Illuminated DPST, DPDT

K5 Sealed, 20A IP68S RoHS & WEEE Compliant 1.475” x 0.875” SPST, DPDT
Illuminated SPDT, DPDT, SPTT




